
SCALE: NTS CAGE CODE:

NOTES:

DWG NO.

UNLESS OTHERWISE SPECIFIED:

1. REMOVE ALL BURRS.

2. ALL DIMENSIONS ARE AFTER PLATING.

3. BREAK ALL CORNERS & EDGES .005 R. MAX.

4. CHAMFER 1st & LAST THREADS 45.

5. DIAMETERS ON COMMON CENTERS SHALL

  BE CONCENTRIC WITHIN .002 T.I.R.

6. ALL SURFACES FINISHED TO 32 .

TOLERANCES

"DECIMALS"

ARE IN INCHES

ALL DIMENSIONS

DWG NO.
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DWG. RELEASED--

LRH II

.XXX  .005

.XX   .010

.X    .030

1UYM4

"OUTLINE DRAWING"
07/27/04

215-33-20-020

215-33-20-020

2.4mm FEMALE TO

HP120 LOW LOSS CABLE

BULKHEAD (S/C)

ECN. #1138A 10/21/04

"PROPRIETARY INFORMATION" THE INFORMATION WITHIN THIS DRAWING IS PROPRIETARY AND SHALL NOT BE USED

OR DISCLOSED WITHOUT PRIOR WRITTEN PERMISSION FROM (SGMC) SGMC MICROWAVE.

SGMC MICROWAVE

www.sgmcmicrowave.com

2.4mm JACK

1.286 REF.

.485 REF. .266 REF.

∅.200

M7 X 0.75-6G

.375 HEX.

JAM NUT

LOCKWASHER

.312 HEX.

I.D. GROOVE

.250 SINGLE 

"D" FLAT

.252 MIN.

∅.277

MIN.

RECOMMENDED 

PANEL CUTOUT

DIMENSIONS

.250 ACROSS (2) FLATS
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